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Chromatic effects

e [ he tunes vs. the energy change
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e The 3 function vs. the energy change
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e The D, function vs. the energy change
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where
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e those quantities affect the Luminosity or Dynamic aperture.
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Reduce the first order beta-beating

e T here are two approaches to reduce the higher order chromatic effects:

1) B.W. Montague’'s approach,

reducing he defined w vector , CERN Yellow Reports
2) Hamiltonian approach.

reducing half-integer strength, Widemann and S.Y. Lee

e In B.W. Montague's notation, to minimize the function w:
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e W propagates at twice the phase advance.
At quadrupole, Aa = —pBkids, Ab=0 .
At Sextupole, Aa = —BkoD,ds, Ab= 0 .



w vector propagation

Low- [3

Matching/RF \ Dispersion ) v rmal bending arc

suppresser
W
D, !
|
W |
D, :
|
L_____,_,__________va ."ph ——w—-‘l[ Bv[l-Fv] , Avwv]
i
Bnipn) . Anlop)

Fig. 1 VYariation of chromatic perturbation W and dispersion Dy near the interaction
region



Reduce the half-integer resonance strength
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e In Hamiltonian Language, to reduce the half-integer resonance strengths

—z'pCD

Z e (©)
o | Jp|% /67
A Ty )

e Higher order dispersion D,s have similiar descriptions, see Wiedmann’'s
book.

e J,, p = [2u], is the leading term to decide the high order chrmatic
effects.
4
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e Montague's notation and Hamiltonian approach is similar.

Qi f ﬁmAKmeipq’wds
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e Higher order Beta-beating, Dispersion, chromacticities also can be re-
duced.



For N repeatative FODO CELLS
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e Two families ( SF,SD ) can correct the first order chromaticities.
e More effective families are used for the high order chromatic corrections

e For example, for 90° FODO cells, 4 sub-families are demanded.

90° FODQ Cells

SF2 SF L

residual

e Effective Sorting: SF1/SD1/SF2/SD2/SF1/SD1/SF2/SD2.... ,
Each arc totally 4 -p 90° FODO cells needed.



Further work, preliminary plan

1) 4 sextupole families scheme check ( more expensive )

How much to reduce the chromatic effects,
HOw much to improve the DA?
Its benefits, worthy to add power supplies?

2) Local chromaticity correction ( cheaper )

Using the sextupoles close to triplets for local correction
calculation, lattice matching,....
Make sure it works or not, then may go to operation

3) Chromaticity control

Able to continuously and non-destructively measure chromaticities
Then chromaticity modelling based on operation
Then easy to construct the chromaticity feedback



